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Envolvedora automática de aro giratorio con film estirable

Características técnicas Equipamiento de serie

Opcionales

Dos diámetros disponibles:
Saturn S4-D17 y Saturn S4-D20

Alimentación eléctrica:
3 x 400 Vac / 50Hz +PE

Potencia eléctrica: 8 kW

Presión aire: 6 bar

Consumo aire: 34 Nl/ciclo

Consumo aire film superior: 60 Nl/ciclo

BOBINA FILM ESTIRABLE

Altura máxima: 500 mm

Diámetro máximo: 250 mm

Diámetro interior mandril: 76 mm

Grosor film: de 10 a 35 µ

Top Cover: ciclo antipolvo / antilluvia Pisón motorizado

EPS: Pre-estiro electrónico

Aplicador automático de cantoneras

Cordón de refuerzo

Pantalla táctil Cambio rápido de bobina

Acabado sin colas de film gracias a nuestro eficaz sistema de 
corte y soldadura

Control electrónico y autoajustable de la tensión en función 
del perfil de la carga

Posibilidad de aplicar enfardados antipolvo y antilluvia 
eficientes

Posibilidad de enfardar a nivel del suelo

Posibilidad de aplicar fajas a cualquier altura de la carga

MÁXIMAS PRODUCCIONES: hasta 70 palets/hora
Máxima calidad, alto rendimiento y mínimo mantenimiento

Es la mejor alternativa a la máquina de brazo giratorio: 
sistema más equilibrado, con menor desgaste y menor 
mantenimiento

Ahorro garantizado de film: pre-estiro del film de hasta 300% 
o hasta 400% con EPS

1 m de film se convierte en 4 m

MAXIMUM CAPACITY: up to 70 pallets/hour
Maximum quality, high performance and minimum 
maintenance

It is the best alternative to the rotating arm wrapping 
machine: more balanced, with less mechanical wear and 
maintenance

Guaranteed savings of stretch film: 300% film pre-stretching. 
1m of film becomes 4m

Voltage:
3 x 400 Vac / 50Hz +N +PE

Power supply: 4,5 kW

Compressed air: 6 bar

Air consumption: 8 l/cicle

Air consumption with top film: 64 l/cicle

STRETCH WRAPPING FILM

Maximum width: 500 mm

Maximum diameter: 300 mm

Core diameter: 76 mm

Film thickness: up to 35 mcr

Finishing without tails of film thanks to our efficient cut and 
welding device

Electronic and self-adjusting tension control depending on the 
profile of the load

Possibility of applying efficient dustproof and rainproff 
wrappings

Possibility of wrapping at ground level

Capable of applying  bands (strips) at any height of the load

Top sheet dispenser: Dust-proof 
and Rain-proof Motorized hold down plate

Roping device EPS: Electronic Pre-stretch System

Automatic rotating ring stretch wrapping machine

Technical properties Standard equipment

Optionals

Touch panel Quick-Load

ACBA: Automatic Corner 
Board Application
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Automatic rotary ring stretch wrapping machine

Technical properties Standard equipment

Add-ons

Two available diameters:
Saturn S4-D17 y Saturn S4-D20

Voltage:
3 x 400 Vac / 50Hz +PE

Power supply: 8 kW

Compressed air: 6 bar

Air consumption:  34 Nl/ciclo

Air consumption top film: 60 Nl/ciclo

STRETCH WRAPPING FILM

Maximum height:500 mm

Maximum diameter: 250 mm

Core diameter:  76 mm

Film thickness: 10 - 35 µ

Top Cover: Dustproof and Rainproof Motorized hold down plate

EPS: Electronic pre-stretch

ACBA: Automatic Corner Board 
Application

Roping device

Touch panel Quick-load

Finishing without tails of film thanks to our efficient cut and 
welding device

Electronic and self-adjusting tension control depending on 
the profile of the load

Possibility of applying efficient dustproof and rainproof 
wrappings

Possibility of wrapping at ground level

Capable of applying bands at any height of the load

MAXIMUM CAPACITY: up to 70 pallets/hour
Maximum quality, high performance and minimum 
maintenance

It’s the best alternative to the rotating arm wrapping machine: 
more balanced, with less mechanical wear and maintenance 

Guaranteed savings of stretch film: 300% film pre-stretching 
or up to 400% with EPS

1 m of film becomes 4 m


